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Headset Stations

The wall-mount intercom stations are 
designed for stationary installation in 
standard doublewide electrical outlet 
boxes (two-gang). They connect to 
the intercom system using commonly 
available 22-gauge cable. Wall-mount 
stations can be installed at strategic 
locations throughout a building. The user 
need only connect a headset or telephone 
style handset to begin communicating.

WM1000

Wall-mount, one-channel headset station. Mounts in 
a standard electrical outlet box (doublewide type). 
High-quality audio system with mic limiter circuit. 
Back-lit control buttons for low-light operation. 
Talk and listen buttons with momentary/latching 
operation. Call/send button with call/receive 
indicator light. Call/receive beep tone with on/off 
selection. Mic Kill Receive with on/off selection. Side 
tone trimmer. Quick-connect, wire clamp terminals 
for party-line wire connections. Four-pin male XLR 
headsets (balanced or unbalanced microphone). 
Powered from party-line, local power optional. 
Clear-Com compatible.

WM2000

Wall-mount two channel headset station. Identical 
to WM1000, except includes channel-select switch 
with two-color back-light to indicate party-line one 
or two.
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Beltpack stations are ideal for users 
who will be stationed in a general work 
area, but who need some mobility 
and wish to keep their hands free. 
Beltpacks can be connected in a daisy 
chain configuration directly back to 
the intercom system power supply 
or master station using Audiocom 
prefabricated, low-impedance cables. 
This is ideal for completely portable 
intercom systems. Alternatively, 
passive wall-connector plates can 
be permanently installed at strategic 
locations, and beltpacks can then be 
connected to these using cables.

BP-1002

BP-2002

IFB1000

BP-1002

Portable, one-channel beltpack headset station for 
mobile users. High-quality audio system with mic 
limiter circuit. Rugged, low-profile metal case with 
sturdy belt clip. Recessed volume control. Talk on/
off switch with momentary/latching operation. 
Call/send button with receive indicator light. Call/
receive beep tone with on/off selection. Mic Kill 
Receive with on/off selection. Sidetone trimmer. 
Three-pin male and female XLR loop-through 
connectors for party-line connection. Four-pin male 
XLR headset connector. Powered from party-line. 
Clear-Com compatible.

BP-2002

Portable, two-channel beltpack headset station for 
mobile users. Identical to BP-1002 with following 
differences: includes party-line select switch with 
party-line one and two indicator lights, six-pin 
male and female XLR loop-through connectors for 
two-channel connection, powered from party-line, 
Clear-Com compatible.

IFB1000

Portable, one-channel, listen-only beltpack. High-
quality audio receive circuit. Rugged low-profile 
metal case with sturdy belt clip. Recessed volume 
control. Power indicator. One three-pin XLR 
connector for party-line connection. 1/4-inch phone 
jack for earphone or earset. Uses same cables and 
wall plates as BP-1002. Powered from party-line.
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The Audiocom ICW-3 represents the 
ultimate in rugged, flexible security 
communications equipment. Unique 
audio shaping circuitry and VOX (voice 
threshold level activation) operation 
ensure maximum voice intelligibility for 
greater efficiency and few mistakes. 
Installation is quick and easy with our new 
two-piece, super-rugged, maintenance-
free, polycarbonate package.

•	 SPEEDS TICKET WINDOW TRAFFIC FLOW — 
	 No more frustrated customers waiting in long 
	 lines. Superior audio quality and level control 
	 from our unique audio shaping circuitry ensure 
	 maximum voice intelligibility for quick and 
	 accurate transactions.

•	 REDUCES COSTLY ERRORS — Stop wasting 
	 money. Improved VOX (voice threshold 
	 level activation) and full-duplex design eliminate 
	 frustrating interruptions in audio for more 
	 natural conversations leading to a substantial 
	 reduction in costly errors.

•	 GOOSENECK OR HEADSET OPERATION — 
	 Customize your user interface and maximize 
	 effiency with your choice of two hands-free 
	 operation modes. Gooseneck microphone 
	 operation enables users to move freely to access 
	 cash drawers or information sheets without 
	 being tethered by a headset. Headset operation 
	 provides a higher level of privacy and reduces 
	 ambient noise levels in multi-user environments.

•	 EASY INSTALLATION AND SET-UP — 
	 Revolutionary new mechanical design concepts 
	 incorporated in the ICW-3 make installation 
	 easy. Use your choice of one 2.5-inch hole or 
	 five smaller mounting holes. Either way, you’ll 
	 save precious time and money with the fastest, 
	 easiest installation in the industry.

•	 SUPERIOR AUDIO QUALITY — You never get 
	 a second chance to make a first impression.  
	 First contact with your customer is usually at 
	 the ticket booth. Crackling, interruped, garbled 
	 audio is not what you want that impression to 
	 be. With unique audio-shaping circuitry, 
	 improved VOX (voice threshold level activation) 
	 operation, and natural-sounding, full-duplex 
	 design your customers will hear exactly what 
	 you want them to.

•	 IMPROVED DURABILITY — With all of the 
	 things you have to worry about, your security 
	 communications system shouldn’t be one 
	 of them. Super-strong, high-tech polycarbonate 
	 fiber resin material makes the ICW-3 virtually 
	 indestructible. For years of dependable, 
	 maintenance-free operation, choose Audiocom.

Window Intercom
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Accessories

BOP-1000

Audiocom black 19-inch blank mounting-rack — 
required for mounting the following break out 
panels.

	 • TW-7W — One female XLR-3 into seven male
	    XLR out (1/2-rack wide).
	 • XP-ES4000 — 15-pin female on ES4000A into 
	    eight XLR-3 — one male and one female for 
	    each of four channels (1/2-rack wide).
	 • XP-4PGM — 9-pin male program input on 	
	    ES4000A into four XLR-3 female (1/4-	    	
	    rack wide).
	 • US-PG — nine-pin male program input on 
	    US2000A into two XLR-3 male plus 1/8-inch 
	    stereo PA output into a XLR-3 female (1/4-
	    rack wide).

CCB-1

The CCB-1 interfaces a single Audiocom balanced 
intercom channel to a single Clear-Com unbalanced 
intercom channel, with full audio and light signaling 
compatibility between the two intercom channels. 
The CCB-1 has no controls and is completely 
transparent to intercom system operation.

JB-2

Junction Box is a breakout box that can take one 
two-channel cable and split it into two single-
channel outputs, or it can take two single-channel 
cables and combine them to form one single two-
channel cable. It includes one male and one female 
XLR-3 type connector for each channel, and one 
male and two female XLR-6-type connectors for 
channels one and two combined.

TW-5W

Splitter Box one in five out cable splitter — One 
female XLR to five male XLR.

WP-1

Single-channel wall plate — male XLR-3 type connector.

WP-2

Single-channel wall plate with two-channel switch — 
male XLR-3 type connector.

WP-3

Two-channel wall plate — male XLR-6 type connector.

BOP-1000

XP-4PGM

US-PG

JB-2

XP-ES4000

CCB-1

TW-5W

WP-1 WP-2 WP-3

TW-7W
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Accessories

DSI-2008

Dual digital hybrid interfaces two two-wire intercom 
lines to two four-wire lines, and also interfaces 
balanced and unbalanced two-wire lines. DSI-2008 
is ideal for systems with varying loads. Unlike earlier 
analog hybrids, the DSI-2008 features advanced 
digital signal processing to achieve automatic 
nulling of the two-wire lines.

SSA-324

System-to-system adapter interfaces two channels 
of two-wire to four-wire conversion. SSA-324 is also 
available with coupling transformers.

CIA-1000

Call light indicator. Features top-mounted 
(standard) or front mounted (optional) red flashing 
call light. Offers channel select control, line and 
loop connectors, and spring clamp terminals for 
relay closure output in a 1/2-rack-wide by 1RU-high 
package. Ideal for high-noise applications or when 
users cannot monitor headsets full-time.

IC-100

Allows the assignment of any two of six input lines 
to any one of twelve two-channel outputs. The six 
inputs are available as a loop-through output. All 
inputs are protected against transients and power 
cross.

IC-6SX

Passive source assign-panel that allows rapid 
assignment of any one or six inputs to any one of 
twelve outputs. An expansion connector is provided 
to allow an additional IC6SX to be connected 
together for a total of 24 outputs.

RMK-D

Dual rack-mount kit for two: US2002, ES4000A, 
PS4001, PS2001L or SPS2001 (side by side in 19-
inch rack).

RMK-S

Single rack-mount kit for one: US2002, ES4000A, 
PS4001, PS2001L or SPS2001 (center of 19-inch 
rack).

Audiocom Gooseneck Microphones

Audiocom black electret cardioid microphone 
is ideally suited for vocal sound reinforcement, 
public address and intercom applications. 
The unidirectional cardioid response makes it 
particularly beneficial when background noise is a 
problem. The microphone features a threaded trs 
male connector that is compatible with all “2002” 
Audiocom products. The removable windscreen 
provides pop-filtering, response-shaping, and 
overload protection to further enhance the acoustic 
performance of the microphone.

SSA-324

IC-100

IC-6SX

CIA-1000

DSI-2008

MCP90-18   18” (45.7 cm)
MCP90-12   12” (30.5 cm)
MCP90-8     8” (20.3 cm)
MCP90-3        3” (7.5 cm)
MCP90-0     1.8” (4.4 cm)

RMK-S

RMK-D



Telex Intercom Systems  |  4 1

Specifications

Audiocom system specifications:

Audio line impedance — 300 Ohm per channel — 
typically supplied by system power supply — unless 
locally powered.

Station bridging impedance — 10K Ohms nominal 
(Individual Stations).

DC line voltage — 24 Vdc nominal — 17 Vdc to 30 
Vdc operational.

Wiring requirements — 22-gauge stranded, twisted 
pair plus shield, or additional pair — per channel.

Station inputs — Microphone
			     (electret): 2-10K Ohm
			     (dynamic): 50-200 Ohm

Station output — Headphone
			     150-600 Ohm phones

Operating distance — Typical two station with a 
single 24 Vdc power supply, one mile without light 
signalling using 22 AWG stranded, twisted cable. 
System performance over long distances is directly 
relative to cable length, cable capacitance, wire 
size, and the current drain of all of the stations 
connected.

Products Height Width Depth Weight
BP-1002/2002 2.0” (51 mm) 3.5” (89 mm) 5.0” (127 mm) 1.5 lbs. (0.68 kg)
CCB-1 1.625” (41 mm) 2.625” (67 mm) 5.0” (127 mm) 1 lb. (0.45 kg)
EMS4001 1.735” (44 mm) 16.5” (419 mm) 10.125” (257 mm) 6.54 lbs. (2.9 kg)
ES4000A 1.75” (44.5 mm) 8.25” (210 mm) 10.0” (254 mm) 1.3 lbs. (0.59 kg)
IC-2B 1.75” (44.5 mm) 4.0” (117 mm) 5.5” (140 mm) 1.62 lbs. (0.74 kg)
IC-6SX 1.75” (44.5 mm) 19.0” (482 mm) 3.85” (98 mm) 3.44 lbs. (1.55 kg)
ICW-3 5.125” (130 mm) 5.125” (130 mm) 3.5” (89 mm) 1.75 lbs. (0.79 kg)
MS2002 1.735” (44 mm) 16.5” (419 mm)* 10.125” (257 mm) 6.56 lbs. (3.0 kg)
MS4002 1.735” (44 mm) 16.5” (419 mm)* 10.125” (257 mm) 6.56 lbs. (3.0 kg)
PS2001L 1.75” (44.5 mm) 8.25” (210 mm) 9.5” (241 mm) 8.0 lbs. (3.6 kg)
PS4000A 1.75” (44.5 mm) 8.25” (210 mm) 10.2” (259 mm) 2.25 lbs. (1 kg)
SPK-2000 1.75” (44.5 mm) 8.25” (210 mm) 10.3” (262 mm) 2.5 lbs. (1.13 kg)
SPS-2001 1.75” (44.5 mm) 8.25” (210 mm) 10.2” (259 mm) 2.25 lbs. (1 kg)
SSA-324 1.72” (44 mm) 8.19” (208 mm) 8.0” (204 mm) 2.75 lbs. (1.3 kg)

DSI-2008

SS1002/2002P 8.5” (216 mm) 9.5” (241.5 mm) 4.1” (103 mm) 5.0 lbs. (2.2 kg)
SS1002/2002S 6.6” (168 mm) 8.46” (214 mm) 2.08” (52.5 mm) 5.0 lbs. (2.2 kg)
SS1002/2002U 6.1” (153.5 mm) 8.1” (204.8 mm) 3.15” (79.5 mm) 5.0 lbs. (2.2 kg)
US2002 1.75” (44.5 mm) 8.25” (210 mm) 10.0” (254 mm) 1.3 lbs. (0.59 kg)
WM1000/2000 4.5” (114 mm) 4.6” (117 mm) 2.3” (58 mm) 1 lb. (0.45 kg)

Products DC Requirements
Max. 
Current

BP-1002/2002 24 Vdc (line only) 65 mA
CCB-1 24 Vdc (line only) 12 mA
ES4000A 12 Vdc local/24 Vdc line 150 mA
SPK-2000 12-18 Vdc (local only) 150 mA
SS1002/2002 12 Vdc local/24 Vdc line 175 mA
US2002 12 Vdc local/24 Vdc line 150 mA
WM1000/2000 12 Vdc local/24 Vdc line 65 mA

Products Input Requirements Power Output
PS-1F 105-125 VAC, 50-400 Hz 0.5 Amps/12 Watts
PS2001L 105-255 VAC, 50-400 Hz 2.0 Amps/48 Watts
PS4001 95-255 VAC, 50-400 Hz 2.0 Amps/48 Watts
SPS2001 95-255 VAC, 50-400 Hz 2.0 Amps/48 Watts
MS2002 95-255 VAC, 50-400 Hz 2.0 Amps/48 Watts
MS4002 95-255 VAC, 50-400 Hz 4.0 Amps/96 Watts
EMS4001 95-255 VAC, 50-400 Hz 2.0 Amps/48 Watts

* Front mounts full 19” (482 mm)
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Headsets/Earsets/Mics

Headsets

Telex offers a wide variety of headsets, earsets, 
and gooseneck mics to meet any intercom or 
talent monitoring need. All headsets are available 
in four and five-pin configuration, and all styles are 
available in single or dual-muff.

PH-100/PH-200

The PH-100 and PH-200 are premium medium-
weight noise-reduction headsets with dynamic 
microphones. Similar to the HR-1 and HR-2 
headsets, the PH-100 and PH-200 feature a unique, 
comfortable headband design that distributes 
pressure evenly. The headset comes with high-
quality moleskin cushions and offers a 21 dB noise 
reduction rating. The PH-100 and PH-200 are 
portable and able to fold into an extremely compact 
shape. Available in four or five-pin XLR connectors 
(male or female).

HR-1/HR-2

Medium-weight, passive, noise-reduction headsets 
with dynamic noise canceling microphone. the 
headset has a noise reduction rating of 21 dB; 
suitable for moderately noisy environments. The 
ergonomic headband design distributes the ear 
cushion pressure evenly over the entire ear, insuring 
hours of comfortable wearing. The headset folds 
into compact form for ease of storage. HR-1 is 
single-muff, HR-2 is dual-muff. Available in four or 
five-pin XLR connectors (male or female).

PH-44/PH-88

Super light-weight headsets with dynamic, noise-
canceling microphone. Adjustable gooseneck mic 
boom for precise positioning. High-quality, wide-
band earphones. PH-88 in single-muff mono; PH-44 
is dual-muff mono. Available in four or five-pin XLR 
connectors (male or female).

PH-1/PH-2

Medium-weight headset with foam-filled cushions 
offers a light feel with moderate isolation from 
ambient noise. Dynamic, noise-canceling mic 
is easily positioned with unique continuously 
adjustable ball joint. PH-1 is single-muff mono; PH-2 
is dual-muff mono. Available in four or five-pin XLR 
connectors (male or female).

PH-200

HR-2

PH-44

PH-1

PH-2

PH-88

HR-1

PH-100
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PH-10

The maximum in passive noise reduction. The PH-
10 offers an EPA rated NRR of 24 dB. Perfect for 
industrial and concert applications. Dynamic, noise-
canceling microphone, dual-muff mono, available in 
four or five-pin XLR connectors (male or female).

Earsets

Telex offers the widest variety of earsets, cords, 
ear tips, earloops and tubes, and accessories 
in the industry. A separate catalog of earsets 
and accessories is available. The most popular 
configurations are listed below.

CES-1

Ideally suited for use by on-air talent, with any of 
the RTS IFB beltpacks. Complete with 125 Ohm 
Telethin driver, five-foot, low-luster, gray cord with 
1/4-inch straight phone plug, and coiled acoustic 
eartubes, clothing clip, and S/M/L earcones.

CES-2

Similar to CES-1 with five-foot beige cord with 3.5 
mm straight phone plug.

Handsets

HS-6A

Telephone style handset with push-to-talk switch, 
dynamic earphone and dynamic mic. Terminated 
with A4F plug. Available in white or black.

PH-10

HS-6A

CES-2

CES-1
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